
Video - NDA-8000-CBL Clear replacement bubble

NDA-8000-CBL Clear replacement bubble

u Easy installation

u Impact resistant polycarbonate bubble

The NDA-8000-CBL is a clear, transparent bubble
accessory that allows for maximum light
transmission enabling the camera to capture high-
quality images and video.
The hard coating enhances the bubbles resistance to
scratches caused during cleaning or by
environmental factors like dust particles.
The NDA-8000-CBL is compatible with the following
devices:
• FLEXIDOME IP starlight 8000i
• FLEXIDOME IP indoor 8000i
• FLEXIDOME 8100i
• FLEXIDOME 8100i IR
• FLEXIDOME 8100i — X series
• FLEXIDOME 8100i IR — X series

Regulatory information

Environmental

Salt mist IEC60068-2-52

Impact IK11

Installation/configuration notes
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Dimensions in mm (inch)

Parts included

Quantity Component

1 Bubble
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NDA-8000-CBL Clear replacement bubble

Technical specifications

Mechanical

Dimensions (Ø x H) (mm) 120.6 mm x 70.31 mm

Dimensions (Ø x H) (in) 4.75 in x 2.77 in

Weight (g) 95 g

Weight (lb) 0.21 lb

Bubble material Clear polycarbonate

Ordering information

NDA-8000-CBL Clear replacement bubble
Clear replacement bubble for FLEXIDOME IP 8000i and
FLEXIDOME 8100i cameras.
Order number NDA-8000-CBL
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